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30W Outdoor Industrial Waterproof PoE Injector30W Outdoor Industrial Waterproof PoE Injector

DescriptionDescription

30W Outdoor Industrial Waterproof PoE Injector is convenient and reliable
solution that allows various IP devices to get sufficient power at outdoor.

Typical Application

Retail

solution that allows various IP devices to get sufficient power at outdoor.
Using this device at outdoor environment without concern of bad weather
condition like rainy, snowy, dusty and ultra low or high temperature, IP
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condition like rainy, snowy, dusty and ultra low or high temperature, IP
device is able to obtain power and network from 100 meters away stably.

Workshop

Logistics

HomeHome

and othersand others

www.fastcabling.com



SpecificationSpecification

Power over Ethernet  Ordering Information

30W Outdoor Industrial PoE Standard

 IEEE 802.3at Power over Ethernet Plus /

End-span PSE

Backward compatible with IEEE 802.3af

Power over Ethernet  Ordering Information

30W Outdoor Industrial

Waterproof PoE Injector
5720-44

 PoE Standard
End-span PSE

Backward compatible with IEEE 802.3af

Power over Ethernet

 PoE Power Output  54V DC, max. 30 watts PoE Power Output  54V DC, max. 30 watts

 PoE Power Supply Type  End-span

 Power Pin Assignment  1/2 (+), 3/6 (-)

 PoE Power Supply Type  End-span

Electrical Characteristics

 Power Pin Assignment  1/2 (+), 3/6 (-)

 Input Port: 1x 10/100/1000BASE-T “Data”

in RJ45 port

 Interface

Output Port: 1 x 10/100/1000BASE-T

Ethernet with IEEE 802.3at PoE+
 Interface

Ethernet with IEEE 802.3at PoE+

“Data + DC” out RJ45 port

Input Power Terminal Block: 1 x 2-pinInput Power Terminal Block: 1 x 2-pin

terminal block

– Pin 1/2 for Power (Pin 1: V+ / Pin 2: V-)

 Data Rate   10/100/1000Mbps

– Pin 1/2 for Power (Pin 1: V+ / Pin 2: V-)

 PWR (Green)

 Data Rate   10/100/1000Mbps

LED Indicator
 PWR (Green)

PoE-in-use x 1 (Green)

Input Voltage   24~56V DCInput Voltage   24~56V DC

Surge Protection   6KVSurge Protection   6KV

Dimensions (W x D x H) 150 x 43.8 x 72.94 mm

 >100,000 hoursMTBF

Dimensions (W x D x H) 150 x 43.8 x 72.94 mm

Weight  339g

 >100,000 hoursMTBF

10BASE-T: UTP category 3, 5 cable (≤

100m)

Network Cable

100m)

100BASE-TX: UTP category 5,5e cable

(≤100m)

1000BASE-T: UTP category 5e,6 cable(≤

Operating Temperature -40 ~ 75 degrees C

1000BASE-T: UTP category 5e,6 cable(≤

100m)

Storage Temperature -40 ~ 85 degrees C

Operating Temperature

Humidity  5 ~ 95% (non-condensing)Humidity  5 ~ 95% (non-condensing)
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