

















=2l Pre-made Fiber Optical Cable

| 500M Pre-made Fiber Optic Cable =il 10G/5G/2.5G/1G Network with Pre-made Fiber Optical Cable

Model: 5860-32

«No need for field termination
« Pulling eye design, armoured breakout pigtail,
« High quality, factory tested, outdoor ready

Lenght: 500 meters

Tail Dimensions: OD 3.0 Armor + PVC Wateproof Simplex
Tail

Cable Construction: Tight buffer 2 cores

Terminations: LC-UPC

Temperature Range:-20 ~ +60 C
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" 300M Pre-made Fiber Optic Cable I 100M Pre-made Fiber Optic Cable " LCtoLCCable Coupler

Model: 5860-28

+No need for field termination
« Pulling eye design, armoured breakout pigtail,
« High quality, factory tested, outdoor ready

Lenght: 300 meters

Tail Dimensions: OD 3.0 Armor + PVC Wateproof Simplex
Tail

Cable Construction: Tight buffer 2 cores

Terminations: LC-UPC

Temperature Range:-20 ~ +60 C

fastcabling.com

Model: 5860-27

+No need for field termination
«Pulling eye design, armoured breakout pigtail,
+High quality, factory tested, outdoor ready

Lenght: 100 meters

Tail Dimensions: OD 3.0 Armor + PVC Wateproof Simplex
Tail

Cable Construction: Tight buffer 2 cores

Terminations: LC-UPC

Temperature Range: -20 ~ +60 C

Model: 7250-23

« Custom fiber optic cable length extension without
signal degradation

« LC-LC fiber optic cable extension coupler

- IP67 rated protection ideal for applications in harsh
environment

Product Type: Adapter
Compatibility: (2) Duplex LC
Dimension: 135%28%28mm
Weight: 33.65g

True Color: Black
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=2l Fiber Optic Enclosures

" 1U Rack Mount Enclosure

Model: 7249-15

«High density TU 19" rack mount, hold 96 fibers(LC)
- Offer protection and easy management on fiber optic

uhl Professional Setup Fiber Optical Link
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«Heavy duty, rugged housing ensures great reliability
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Rack Sapces: 1U EIAT9” 0X 1y
Fiber Count: 96 Strand (LC) : N :
Loaded: unloaded LR
Material: Steel, Powder-coated Black " :: Ny
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Single Mode

Single Made SFP Fiber Module

SFP Fiber Module

. 4-Strand Wall Mount Enclosure

Model: 5864-11

+Build Tkm fixed long range fiber optic network
+Removable hinged door, easy access to fiber

+IP65 waterproof rated box made from UV-resistant/
PC+ABS plastic material

. 8-Strand Wall Mount Enclosure

Model: 5864-37

+ Build Tkm fixed long range fiber optic network
«Removable hinged door, easy access to fiber

«IP65 waterproof rated box made from UV-resistant/
PC+ABS plastic material

Fiber Count: 8 Strand (LC)
Mounting Type: Wall-Mountable
Material: PC+ABS

Waterproof: IP65

Fiber Count: 4 Strand (LC)
Mounting Type: Wall-Mountable
Material: PC+ABS

Waterproof: IP65
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