
5543-70
4 port PoE Powered Switch

Description

PoE Powered Switch integrates with both Powered Device (PD) and Power 
Source Unit (PSU) in one to passthrough power and data.PoE Powered 
Switch is powerful device with high power budge to receive power and data 
from back-end PSU and pass through to front-end IP devices. Expanding 
network ports for multiple IP powered devices in an easy way. Working with 
Fastcabling 5720-74 PoE injector, the whole system will provide 60W 
remaining power. This switch is designed to supply PoE for IP devices 
deployed in the field where power source is difficult to acquire.
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5543-70

 Dimensions  168×93×32mm 

 Weight  681g 

 Networking Interfaces 
 (4) 10/100/1000 Mbps PoE Ports

(1) 1 Gbps  RJ45 Ports
(1) 1 Gbps  RJ45 PoE Pass through Ports 

 Management Interface  Web UI 

 Switching Capacity  12Gbps 

 Forwarding Rate  8.93Mpps 

 MAC Address Table  8K，Automatic study, automatic updates 

 Jumbo frame  9216 Bytes 

 Packet buffer  1M bit 

 Power Method  External or Pass through PoE 

 Power Supply  100-240VAC/50-60 Hz, Universal Input 

 PoE total power  60W 

 PoE budget  AC/DC, Internal, 65W 

 LEDs Per Port  PWR, LNK/ACT,  PoE 

 ESD/EMP Protection  Air: ± 8 kV, Contact: ± 6 kV 

 Surge Protection  Different mode ±2 kv, Common mode ±4 kv 

 Operating Temperature  0°C ~ 40 °C 

 Operating Humidity  5% ~ 90% non-condensing 

 Certifications  CE, FCC, IC 

 PoE Interfaces  PoE+ IEEE 802.3af/at (Pins 1, 2+; 3, 6-) 

 Max. PoE+ Wattage per Port by 
PSE  30W 

 Voltage Range 802.3at Mode  DC54V 



Software Information

 IP Address Setting  Static, DHCP Client, Support the DNS 

 Web configuration  Web Timeout Setting 

 User management  The password must contain at least six letters and digits 

 The firmware update  Local upgrade 

 Equipment management  Restart, Save Settings, Reset 

 Monitoring  Port statistical, Cable testing, Rlpp 

 Port configuration  Speed/Duplex/Flow Control 

 Port mirror  Entrance/exit /ALL 

 Port isolation  Yes 

 Mac Configuration  Static MAC, MAC filtering, MAC query, MAC list 

 VLAN configuration  Access, Trunk 

 QOS configuration  Port speed limit, broadcast storm 

 PoE configuration  ON/OFF, Mandatory, Power limit, PD Alive  
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