
5720-74
95W Power Over Ethernet Injector

Description

The 95W PoE injector can add the power to Ethernet cable and transport 
with data up to 100 meters. This injector meets next generation PoE 
standard IEEE802.3bt which allows to inject maximum 95W high power. It is 
also back- forward compatible with 4 pairs 60W legacy PoE. Working with 
FASTCABLING 5721-23 PoE splitter, the whole system will provide 72W 
(DC12V 6A) remain power to satisfy the applications such as Cellular base 
stations, Access control with door locks, Televisions and interactive 
displays, Point of Sales (POS) and information kiosks, etc.
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5720-74

 Dimensions  170 *100*40 mm 

 Weight  491g 

 Networking Interfaces  (1) 10/100/1000 Mbps PoE Ports
(1) 10/100/1000 Mbps Ethernet Ports 

 PoE Interfaces  IEEE802.3af/at/bt, 4-pair 60W, LTPOE++ 

 PSE Power on RJ-45  Data Pairs  1/2(-),3/6(+)
Spare Pairs  4/5(+),7/8(-) 

 Power Method  100-240VAC/50-60 Hz, Universal Input 

 Power Supply  AC/DC, Internal, 100W DC 

 PoE budget  95W 

 LEDs Per Port  PWR(Green) ,2-Pair(Green),4-Pair(Green),PoE Usage(90%，60%，30%)(Green) 

 ESD/EMP Protection  Air: ± 8 kV, Contact: ± 6 kV 

 Surge Protection  Different mode ±4 kv, Common mode ±6 kv 

 Operating Temperature  -0°C ~ 40 °C 

 Operating Humidity  5% ~ 90% non-condensing 

 Certifications  CE, FCC, IC 

 Voltage Range  54V DC 
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