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Reliable network extension and expansion with PoE+ outputReliable network extension and expansion with PoE+ output

DescriptionDescription

L2+ Managed Outdoor PoE Switch with SFP gives an efficient and safer

way to meet outdoor network expanding applications with great stability
Typical Application

Retail

way to meet outdoor network expanding applications with great stability
and high flexibility.
Place this device at outdoor environment without concern of water damage,

Convenience Store

Workshop

Place this device at outdoor environment without concern of water damage,
provide gigabit network speed and sufficient high power for multiple
network devices with plug and play installation, achieve high security,

Workshop

Logistics

network devices with plug and play installation, achieve high security,
effective management and convenient maintenance.

Logistics

Home

and others

www.fastcabling.com



6368-566368-56

 Dimensions  270*200*70mm Dimensions  270*200*70mm

 Weight  2.26kg Weight  2.26kg

 Networking Interfaces
 (8) 10/100/1000 Mbps PoE Ports

(4) 1 Gbps dedicated SFP Ethernet Ports(4) 1 Gbps dedicated SFP Ethernet Ports

 Management Interface  Web UI, Console, Telnet, SSH

 Switching Capacity  24Gbps

 Management Interface  Web UI, Console, Telnet, SSH

 Switching Capacity  24Gbps

 Forwarding Rate  17.85Mpps Forwarding Rate  17.85Mpps

 MAC Address Table  8K，Automatic study, automatic updates

 Jumbo frame  9216 Bytes

 Packet buffer  4.1M bit

 Fan Quantity  Fanless

 AC100-240V and 48-57VDC Power Method

 Redundant Power Input  Yes Redundant Power Input  Yes

 Power Budget  120W Power Budget  120W

 LEDs Per Port  PWR, LNK/ACT,  PoE LEDs Per Port  PWR, LNK/ACT,  PoE

 ESD/EMP Protection  Air: ± 10 kV, Contact: ± 8 kV ESD/EMP Protection  Air: ± 10 kV, Contact: ± 8 kV

 Surge Protection  Different mode ±4 kv, Common mode ±6 kv Surge Protection  Different mode ±4 kv, Common mode ±6 kv

 Operating Temperature  -40°C ~ 60 °C

 Operating Humidity  5% ~ 90% non-condensing

 Certifications  CE, FCC, IC

 PoE Interfaces  PoE+ IEEE 802.3af/at/(Pins 1/2 (-),3/6 (+))

 30W
 Max. PoE+ Wattage per Port by

PSE

 Green Energy Saving  IEEE 802.3az

PSE

 MTBF  >100000 hours

 Waterproof Rate  IP67

 MTBF  >100000 hours

 Waterproof Rate  IP67



Software InformationSoftware Information

 System settings
 Basic Information, System Status, User Management, SNTP configuration,

Import/Export Configuration File, Firmware Upgrade, System Reboot/ResetImport/Export Configuration File, Firmware Upgrade, System Reboot/Reset

 IP Config  IPV4/IPV6 DHCP Client

 Basic Configuration, Port Statistic, IEEE802.3x Flow Control, Broadcast Storm

 IP Config  IPV4/IPV6 DHCP Client

 Port Configuration
 Basic Configuration, Port Statistic, IEEE802.3x Flow Control, Broadcast Storm

Suppression, Port Rate Setting, Ports Protected, Port Aggregation, Ports Mirror,
Ports isolationPorts isolation

 Port Aggregation  Load balance, static aggregation, LACP Port Aggregation  Load balance, static aggregation, LACP

 MAC Binding  Static Binding, Dynamic Binding, Auto Binding, MAC Auto Filter

 VLAN
 VLAN Information, VLAN Configuration, VLAN Port Configuration, Voice VLAN，

QinQ，Guest-VLAN，GVRP, MVR

 MAC Binding  Static Binding, Dynamic Binding, Auto Binding, MAC Auto Filter

 VLAN
 VLAN Information, VLAN Configuration, VLAN Port Configuration, Voice VLAN

QinQ，Guest-VLAN，GVRP, MVR

 ARP  IP Source Guard, ARP Check, Gratuitous-arp, ARP defense, DAI, ARP  IP Source Guard, ARP Check, Gratuitous-arp, ARP defense, DAI,

 DHCP  IPV4/IPV6 DHCP Snooping, DHCP Server, DHCP Relay DHCP  IPV4/IPV6 DHCP Snooping, DHCP Server, DHCP Relay

 STP  STP/MSTP/RSTP,  PortFast，Root Guard， BPDU Guard

 SNMP  SNMP Group, SNMP View, SNMP Trap

 RMON  ROM (1,2,3,9)

 ACL Configuration  Standard ACL, IPv6 ACL, ACL Extension, MAC ACL, Time Range ACL

 QOS Configuration  QOS Scheduling, Queue mapping

 AAA Configuration  Tacacs+ Configuration, Radius Configuration, 802.1x Configuration, MAB

 IGMP SNOOPING Configuration  IGMP SNOOPING Configuration, Multicast Group, IGMP  IGMP Snooping VLAN

 AAA Configuration  Tacacs+ Configuration, Radius Configuration, 802.1x Configuration, MAB

 IGMP SNOOPING Configuration  IGMP SNOOPING Configuration, Multicast Group, IGMP  IGMP Snooping VLAN

 ERPS  ERPS Configuration, ERPS mode, ERPS role ERPS  ERPS Configuration, ERPS mode, ERPS role

 LLDP  LLDP TLV,

 Error-Disable  Error-Disable, Loopback-Detection

 LLDP  LLDP TLV,

 Error-Disable  Error-Disable, Loopback-Detection

 Onvif  Onvif Detect, Onvif NLM

 POE Configuration  POE Global configuration, POE Port Configuration, PD watchdog

 Diagnosis Tool  Ping/Ping6, Traceroute/Traceroute6, cable diagnosis

 Log management  Log, Debug information
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