
5850-84
10G Fiber Media Converter 

Description

Designed to deliver a self-healing network that always works as expected 
without latency, this 10G fiber media converter provides a cost-effective 
solution to connect Ethernet devices over a fiber backbone. It can transmit 
up to 50% more data for 4K streaming, video conferencing, VR gaming, etc. 
By leveraging the benefits of fiber optics, data can be transmitted over 
longer distances without losing signal quality, ideal for use in large buildings, 
campuses, or other environments where copper cables may not be 
sufficient

Typical Application

Retail

Convenience Store

Workshop

Logistics

Home

and others
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5850-84

 Dimensions  94×71×26mm 

 Weight  200g 

 Standards 

 IEEE802.3bz 2.5G/5GBASE-T
IEEE802.3an 10GBASE-T

IEEE802.3ae 10Gbps Ethernet
IEEE802.3x full-duplex flow control (Copper Port) 

 Transmission Mode  Full / Half Duplex 

 Interfaces *  (1) 2.5G/5G/10G SFP slot
(1) 2.5G/5G/10G RJ45 Ethernet Ports 

 Management Interface  Plug and play 

 Power Method  DC12V 1A 

 LEDs Per Port  PWR (Green), LNK/ACT (Green), SD (Green) 

 ESD/EMP Protection  Air: ± 8 kV, Contact: ± 6 kV 

 Surge Protection  Different mode ±1 kv, Common mode ±2 kv 

 Operating Temperature  -0°C ~ 40 °C 

 Cooling Mode  Fanless 

 Operating Humidity  5% ~ 90% non-condensing 

 Certifications  CE, FCC, IC 

 Casing  Aluminum case 

 Mouting Options  Desktop / Wall Mounted 

 * While speed is less than 2.5G. The RJ45 Ethernet port must have same speed (1G) on both ends. 

 2.5G device at one end will not communicate with 1G device at another end 
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