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1. Overview

1.1. Purpose

The test personnel used the temperature measuring instrument to measure the
PM3010GSMC V1 ( Solution RTL8382L+RTL8238B+RTL8231 ) Measure the temperature rise

of key components on the board , calculate the junction temperature using the

calculation formula, and then compare it with the datasheet Compare to determine

its stability for long periods of time under the highest operating conditions.

Single board picture:

front back

Remark:

The picture should be taken clearly

1.2. Specifications

Product

Model :
PM3010GSMC Power

Specificat

ions :

55V 2.18A / 10V 0.5A

Hardware

version :
V1 AC enter : 100Vac~240Vac

Power

budget :
120W Housing

material :
Iron Shell
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2. Test conditions

— Laboratory temperature and humidity:

Temperature:

25.6±2.5 ℃

Humidity:

60.6%±6%RH

— Testing tools:

name model quantity use

Test

equipment

PM154GTM V1 1 Accompanying test equipment

Network

cable

UTP cat.5e several Transmission medium

Thermometer TES 1310 or JK- 16AUA 1 Measuring temperature

AC Source UP-1003 1 Conditioning the DUT Input voltage

Test

computer

Lenovo 1 Run the test software of the

relevant instruments

Remark:

The table contains all the test tools, fixtures, instruments, etc. that may be used

in temperature rise testing of various products.
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3. Key Components Measurement

3.1, Measurement point screenshot

front reverse side

3.2、 Test methods

1. Use temperature rise glue to fix the thermocouple measurement line at each

measurement point, and then assemble the shell and give the DUT Power on.

2. the DUT via the network cableConnect to the input port of the fixture load,

and then connect the output port of the fixture load to the test

equipment .

3. Adjust the fixture load to allow the DUT All PoE When the sum of the output

powers of the ports reaches 95% or more of the power budget, the test device

is triggered using a test computer to put the DUT in a flooding state.

4. By AC Source Adjusting the DUT The input voltage is 220Vac and the DUT is guaranteed There

is no strong convection around.

5. Waiting for DUT Work 2 to 3 After the temperature stabilizes, record the measured

temperature value.

6. the DUT againThe input voltage is 110Vac , repeat

steps 3 and 4 .

@220Vac @110Vac
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3.3, Test Results

@ 110Vac@ Environment Temperature : 25.7 ℃
Measurement location and temperature value (℃)

BD1 LF2 Q14 C66 C145 Q13 D33 C163 C161
76.5 50.4 76.4 63.7 54.0 63.6 79.7 57.4 57.4
C154 C147 L4 C164 C146 L6 C64 EC5 U15
54.1 45.4 53.4 50.8 49.5 55.6 53.5 51.0 70.9
U8 L5 U4 L8 U17 U5 X5 EC3 T2
71.4 68.1 64.3 66.2 67.6 72.1 53.1 36.4 83.8
Upper

cover

Lower

cover

35.5 40.0

@ 220Vac@ Environment Temperature : 25.7 ℃
Measurement location and temperature value (℃)

BD1 LF2 Q14 C66 C145 Q13 D33 C163 C161
56.6 35.7 58.1 47.8 41.6 59.9 76.7 52.0 53.8
C154 C147 L4 C164 C146 L6 C64 EC5 U15
51.8 44.4 53.3 48.6 48.1 53.1 50.1 50.2 55.8
U8 L5 U4 L8 U17 U5 X5 EC3 T2
69.8 66.6 62.4 65.3 65.6 71.4 51.2 35.1 71.4
Upper

cover

Lower

cover

33.7 37.8
Note:

A. Fill in the bit number of the measured device in the

blue background area, and fill in the measured value in

the white background area; B. Add or reduce the table

appropriately according to the number of components.
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4. Test Conclusion

Please refer to " PM3010GSMC V1 Thermal Profile Calculator " result
determination table.
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