
6540-47
8-Port Web Smart PoE+ Switch with 2 Gigabit SFP

Description

8-Port Web Smart PoE+ Switch with 2 Gigabit SFP suits enterprise network 
to build secure PoE systems with central management on power and data to 
supply various IP devices.
Utilize this PoE switch to achieve high performance and efficiency with 
customized configurations to the network on the concise Web UI from the 
remote end. It provides intuitive and effective management and convenient 
maintenance for PoE network systems via easy installation.

Typical Application

Retail

Convenience Store

Workshop

Logistics

Home

and others

www.fastcabling.com



6520-34

 Dimensions  220*150*44mm 

 Weight  1.69kg 

 Networking Interfaces  (8) 10/100/1000 Mbps Ports
(2) 1000Mbps SFP Ports 

 Management Interface  Web UI

 Switching Capacity  20Gbps

 Forwarding Rate  14.88Mpps

 MAC Address Table  8K，Automatic study, automatic updates

 Jumbo frame  9216 Bytes

 Packet buffer  4.1M bit

 Power Method  100-240VAC/50-60 Hz, Universal Input

 Power Supply  AC/DC, Internal, 130W

 PoE total power  120W

 RJ45 PoE power supply   Max 30W

 LEDs Per Port  PWR, LNK/ACT, SYS

 ESD/EMP Protection  Air: ± 8 kV, Contact: ± 6 kV

 Surge Protection  Different mode ±2 kv, Common mode ±4 kv

 Operating Temperature  0°C ~ 40 °C

 Operating Humidity  10% ~ 90% non-condensing

 Storage Humidity  5% ~ 90% non-condensing

 Cooling  one fans

 Certifications  CE, FCC, IC

 MTBF  >50000 hour



Software Information

 IP Address Setting  Static, DHCP Client, Support the DNS 

 Web configuration  Web Timeout Setting 

 User management  The password must contain at least six letters and digits 

 The firmware update  Local upgrade 

 Equipment management  Restart, Save Settings, Reset 

 Monitoring  Port statistical, Cable testing, Rlpp 

 Port configuration  Speed/Duplex/Flow Control 

 Port mirror  Entrance/exit /ALL 

 Port isolation  Yes 

 Mac Configuration  Static MAC, MAC filtering, MAC query, MAC list 

 VLAN configuration  Access, Trunk 

 QOS configuration  Port speed limit, broadcast storm 

 PoE configuration  ON/OFF, Mandatory, Power limit, PD Alive  
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