
Quick Start Guide
Thank you for picking us over the competition. For years we have been a leading provider of PoE over cat5e/cat6 and
Power Fiber System. Please take a few minutes to read through this guide before you get started. Not only there are some
helpful tips, but also we have some guides to help you plan and install your media converter.

We recommend you test the media converter at both sides before you move everything to the field. You can test the
media converter with a fiber short patch cord to verify the whole system is working properly.

Hardware Overview
Front Panel

Port Description

RJ45 RJ45 port –2.5G/5G/10G Ethernet*

SFP+ Slot SFP+ port - support 10G SPF

* While 1000mbps is deployed, both side must have 1000mbps speed. It doesn’t work with mis-match speed.

LEDs Status

PWR OFF – power off
Green- Power ON

LAN OFF -No Link
Yellow -1000mbps link flashing indicates data exchanging.

Fiber OFF -No Link
Yellow -1000mbps link flashing indicates data exchanging.



Back Panel

LEDs Status

DC In DC12 power input

Ground ESD grounding for ESD protection. The screws and washer are included.

Media Convertor Between Point A and Point B
1. Firstly Power up the media converter at both sides, connect the fiber optic cable if it is ready in the field.
2. Next, use cat5e/6 patch cord to connect RJ45 port to your IP devices.
3. Now, Insert DC12V power wires to media converter; the “PWR” LED will be steadily on.
4. Once media convertor detects data, LED indicator will be steadily.

Media Convertor and PoE Switch
1. Firstly Follow the process above to setup the media convertor at front end.
2. Next, connect the fiber optical cable if it is ready.
3. Once media convertor detects data, LED indicator will be steadily.



Electrical Safety Information
1. Compliance is required with respect to voltage, frequency, and current requirements indicated on the manufacturer’s
label. Connection to a different power source than those specified may result in improper operation, damage to the
equipment or pose a fire hazard if the limitations are not followed.
2. There are no operator serviceable parts inside this equipment. Service should be provided only by a qualified service
technician.
3. Contact a qualified electrician or the manufacturer if there are questions about the installation prior to connecting the
equipment.
4. Protective bonding must be installed in accordance with local national wiring rules and regulations.

Need More Help?
If you require more help setting up your media converter, please head to our help site where you will be able to find
the corresponding help guides and video tourist.

Contact us

support@fastcabling.com

or Visit our help site
fastcabling.com/support/

Declaration of Conformity

We. Fastcabling LTD., hereby declare that the products:
Fastcabling 10G SFP+ Media Converter,
is in conformity with all the essential requirements of EMC Directive 2014/30/EU
Assessment of compliance of the product with the requirements relating to the following specifications:
EN 60950-1:2006+A11:2009+A1:2010+A12:2011+A2:2013
EN 55032:2015+AC:2016 Class A
AS/NZS CISPR 32:2015 Class A
EN 61000-3-2:2014 Class A
EN 61000-3-3:2013
EN 55035:201
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